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CAPACITORS

OVERVIEW

All sections include specifications and standard ratings

Screw Capacitors
K01 type Compact
K02 type Professional
K03 type Heavy discharge
K04 type Professional
KO7 type Compact
K11 type Bulk application

Snap-in Capacitors
KO5 type Professional
K06 type General Purpose
K15 type Professional
K16 type General Purpose

Motor Start Capacitors
K13 type

ACCESSORIES
Ring clips
Insulated hex nuts, washers
Mounting hardware

General warning
Distributors
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COMPANY PRESENTATION

Kendeil is an italian factory with 30 years of
experience in manufacturing high quality large
can aluminium electrolytic capacitors.

Actual production range spreads from large can
screw terminal type capacitors with high end
performances to snap in terminal type capacitors
mainly used on pcb boards, and to the motor
start type for alternate current applications.

A continuous improvement in building technology
and automatic computerized machines gives the
company a leading role in the market of electronics
components, along with competitive priced products
and reliability performances.

Also the flexibility of its structure is able to meet
any custom design requirement.

All capacitors are international standards compliants
(CECC, DIN, IEC) and the recent achieved Quality
Certification ISO 9001 marks an important milestone
on the Kendeil history.

Visit our website:
www.kendeil.com



PRODUCT ROAD MAP

Screw Terminals
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PART NUMBER SYSTEM

New PART-NUMBER CODE in use since Sep 2010. Total length is 17 digits.
Please see examples below and have a reference code from the standard ratings capacitors pages.

SCREW AND SNAP IN CAPACITORS

DIGIT 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17
K i n|in|n
TYPE VOLTAGE CAPACITANCE  TERM INSERT ~ TOL RES CASE SIZE

L CASE SIZE @=DIAMETER code:
A=20 B=22 C=25 D=30 E=35 F=40 N= 45 G=51
H=63 J=76 L=90 nnn=LENGTH in mm

RESERVED 0 = standard ratings, 1= special

TOLERANCE tolerance range as IEC62
M= +£20%, Q= -10% +30%, X= custom

INSERT STYLE insert type on decks
0= STD, H= High ripple (screw type)6=M6 (screw type)
P (pin type)

TERMINATION terminal as follows:
0= no stud. M= M8 stud, S= M12 stud (screw)
0= STD, 4= 4 pins (snap in type)

CAPACITANCE [ pF ] - 2 significant digits plus multiplying factor
1= x10, 2= x100, 3x1000, 4x10000

VOLTAGE DC rated voltage [ V ]

SERIES TYPE Kendeil Aluminium Electrolytic type

EXAMPLES

. Hi ripple, -20%+20%, 63X
H| 1| O | 5 | kor100v 220004F, Hi ripple, -20%+20%, 63x105

G |1 | O| 5 | Kot 63v22000pF, stud M12x16,Hi rip. -10%+30%, 51x105

I
|| 2|0 | Z

0
0
O J | 1|4 | 3 | ko2 40v 1000004F Hi ripple, -20%+20%,763x143
0

E | O | 5| O | kos 450v 4704F, standard pin, £20%, 35x50
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SIZE
XL [mm]

35x51
35x60
35x79
51x60
51x79
51x105
51x143
63x60
63x79
63x105
63x143
76Xx79
76x105
76x143
76x214
90x150
90x240

22x25
22x30
22x40
25x25
25x30
25x40
25x50
30x25
30x30
30x40
30x50
35x25
35x30
35x35
35x40
35x50
35x60
40x50
40x60
40x77
40x97

CASE CODE

EO51
EO60
EO79
G060
G079
G105
G143
HO60
HO79
H105
H143
JO79
J105
J143
J214
L150
L240

B025
BO30
B040
C025
C030
C040
C050
D025
D030
D040
D050
E025
EO30
EO35
EO040
EOS50
EO60
FO50
FO60
FO77
FO97
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APPROX UNIT
WEIGHT grams

80
70
110
110
200
260
370
240
280
420
540
450
600
940
1540
1250
1880

15
19
24
16
21
30
38
24
27
38
55
42
45
50
62
78
88
98
117
138
181

CAP WEIGHT TABLE

QTY/BOX
nr

60
60
60
42
42
42
42
25
25
25
25
16
16
16
8
6
6

160
160
160
126
126
126
126
77
77
77
77
60
60
60
60
60
60
45
45
45
12

NOTE: Only main products listed

BOX DIMENSIONS

cm
36 x 25 x 6
36 x 25 x 8
36 x 25 x 8
385 x 385 x 14
385 x 385 x 14
385 x 385 x 14
385 x 385 x 18
385 x 385 x 14
385 x 385 x 14
385 x 385 x 14
385 x 385 x 18
385 x 385 x 14
385 x 385 x 14
385 x 385 x 18
37 x 26 x 26
37 x 26 x 26
37 x 26 x 26
36 x 25

36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36
36

X X X X X X X X X X X X X X X X X X X X X

25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25
25

X X X X X X X X X X X X X X X X X X X x Xx

D 00 00 O 0O O O O O O O O O O OO0 O O O O

SCREW TYPE

SNAP-IN TYPE



QUALITY

CERTIFICATIONS:
n° IT-20662 1ISO 9001:2000

R e R M T )
THE INTERNATIONAL CERTIFICATION NETWORK

CERTIFICATE

IQNet and
cisaima-csa

hereby certfy that the organization
KENDEIL S.r.

Via dell'Industria, 15/13

| - 20020 ARESE (MI)

for the following field of activities

Manufacturing and selling of electrolytic capacitors

ottty mant G of sleron o150 401 200
as implemented and mainlins a
Quality Management System
which fulils the requiroments ofthe following standard

1SO 9001:2000

Issued on: 2001 - 11- 15

umber: IT - 20662

y\_’»/
bz /fmw&f«?.\/t
T

Gianrenzo Prasi
President of IONet

Registration

President of CISQ
Membersof 1QNet (egitered assciaiony:
AENOR Spuin_ AIB-Vincoue Inermionl Blgiam APCER Porugel CISO iy
COS Ceecl Rubie DOS Genmany DS Denmark ELOT e FCAV Bt FONDONORMA Fenzucla

HKOAA Fions Ko ICONTEC Colombi IRAN, I

cntina JOA Japan KEMA Netherlonds KSA-O Kores
ISZT Hungary NCS Norway NSALirelandGGS usivia PCSC Poland PSD Singapore SFS Finland
ST hvuel SIQ Siwenis. 505 Swizerund
DS, KEMA and NSAL

CERTIFICATIONS:
n° 9170.KEND UNI EN

ISO 9001:2000

Kendeil is RoHS Compliant to

(0 Kendei
Directive 2002/95/EC

el sl

va Wanda, 1 - 21013 Gallrate (VA) ITALY
439 0331 7869665 - FAX 130 0331 786967

www kendi.com Emal: kendeik@tint

I May2010

RoHS Complant]

RoHS and WEEE DECLARATION R

“The person heredown signed as President of Kendeil sr, manufacturer of Aluminium Electrolytic Capacitors
eclares

that capacitors type K01, K02, K03, K04, K03, K06, K07. K11, K15, K16 do not contain any

6

y forbidden
substance (such as LEAD, QUICKSILVER, CADMIUM, CHROMIUM V. PBB and PBDE),
being compliants to the following EC Directives:
Directive 200295/EC dated 27.01. ipdated 200S/717/EC
ref. 1o d by he area of el
Directive 2003/11/EC dated 06.02.03
ef. to hazardous and dangerous substances
Directive 2002//96/EC and Directive 2003/108/CE [WEEE]
ref. to Wasted Electrical and Electronic Equipment matter
the Kendeil
WATERIAL Exemplon imi. Dotocied
‘bminium 99.5%
PV None
Phonoio Nyion Nono
Fiubber / Bakelto Nono -
“Auminium 99.5% | Pb in Alum aloy max = 0.4% | (5] 0.0006%
Sicone. Nono
Tasiomer POV | None
AlGminium 99.5% - 99.7% B
ycol basod + chemicals ) (Hg) (€1 o remarkable
races.
‘Aminiom 89.95%
KATHODE FOIL i
TAB FOIL ‘uminium 99.99% -
SEPARATOR ssuo Papor Nono
WOUNTING HARDWARE Tron stool
y » sricly ad
he Dirctive and the matrial st wil be updated s well.
Al B

o, sbout PCB (policlorobfeny): o tacesfound n Keadeil capaciors.

Youn fithfuly

Captle Socile € 59000 - Codice iscale P.VA 04548440157 - REA d Varese . 326613
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President
Angelo Bonini
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